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NOTES 

1. Work to figured dimensions only. 

MOUNTING 2. All dimensions are in 

SYMBOL DESCRIPTION MAKE millimeters unless otherwise 

HEIGHT stated. 

3. All lighting switches shall be 

mounted at a height of 1350mm 

a.f.f.l. unless otherwise stated. 

4. All socket outlets shall be 

I 

mounted at a height of 400mm 

� 
MK 1400mm a.f.f.l. unless otherwise stated. 

10A One gang one I two way moulded plate switch. 5. All basement socket outlets 

shall be mounted at a height of 

1350mm a. f. f .1 unless otherwise 

�� 
stated. 

10A two gang two way moulded plate switch. MK 1400mm 6. All distribution boards and 

consumer units shall be mounted at 

� 

a height of 1800mm a. f. f .1. unless 

[}- I (Raw Power) 
otherwise stated. 

13A One Two gang moulded switched socket outlet MK 300mm 7. All lighting circuit cables 

shall be 2x1. 5mm sq xlpe sc + 1. 5mm 

sq e. c. c cables unless otherwise 

specified. 

D I 
8. All ring main circuits shall 

Twin RJ 45 Line Jack Telephone Data Outlets MK 300mm have 2x2. 5mm sq xlpe sc + 2. 5mm sq 

e.c.c unless otherwise stated. 

� 

13A Non-Standard Two gang moulded switched socket outlet. MK 300 mm 

@PIR Passive Infra-red Motion Sensor Ceiling 
REVISIONS 

(@ 
Ceiling 

Ne .DATE DESCRIPTION 

Fast response heat detector. MENVIER 

� Photoelectric smoke detector. MENVIER Ceiling 
Client 

[Q] 
MWIT_Q, DT SACCO LTD 

..... ................ 

Break glass unit MENVIER 1400mm Client's Signature: .................... ..... Date ................. 

Project Tide: 

� 
Electronic alarm bell 2200mm PROPOSED OFFICE 

MENVIER DEVELOPMENT FOR MWITO 
SACCO ON PLOT NAIROBI/ 

BLOCK 40 / 15, DESAI RD 

� Fire Alarm Panel MENVIER 1400mm ( 
Job No: 

) 

� 
Flex outlet MK 300 mm �-

m<>trc:><::<:>m <:=:<>�&.._.�.r,a,� 

0 
20A DP switch with indicator and 

Nc.,f"a-lk r-ra.. t.:1ICH:1k �. 

neon MK 
2nd I l,eo-o-r • .._._, .• u-- C:,:"t.,_I. 
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[Qiu 
Maintained emergency exit luminare PHILIPS 

Project Architect: 

2200mm M & R CONSULT ARCHITECTS 

P.O BOX 20111-00100
NAIROBI, KENYA

0 LED Downlighter PHILIPS CEILING 
Drawing Title: 

ELECTRICAL DRAWING 

� 
LED panel light complete with LED lamps CEILING 

SYMBOLS 

PHILIPS 
Scale: Initial Date: JUL 2024 

@
1:75 A1 

Circular LED fittings PHILIPS CEILING 
Current Dale: MAY 2025 

Drawing No: Revision: 
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LED Strip Light PHILIPS CEILING 
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