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GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not to be scaled.
4. Only figured dimensions to be used.
5. The contractor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.
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GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not to be scaled.
4. Only figured dimensions to be used.
5. The contractor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.
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FT        - Floor Trap
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SMH      - Soil water manhole

Soil waste drainage

RWP      - Rain water pipe

GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not to be scaled.
4. Only figured dimensions to be used.
5. The contractor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.
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Client's Signature:........................... Date...................

Project Architect:
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GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not to be scaled.
4. Only figured dimensions to be used.
5. The contractor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.
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SVP       - Soil vent pipe
FT        - Floor Trap

GT       - Gulley Trap
SMH      - Soil water manhole

Soil waste drainage

RWP      - Rain water pipe

GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not to be scaled.
4. Only figured dimensions to be used.
5. The contractor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.
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GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not to be scaled.
4. Only figured dimensions to be used.
5. The contractor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.

..................................................................................

Client's Signature:........................... Date...................

Project Architect:

 Rain water drainage
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GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not be scaled.
4. Only figured dimensions to be used.
5. The contructor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.

..................................................................................

Client's Signature:........................... Date...................

Project Architect:
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GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not be scaled.
4. Only figured dimensions to be used.
5. The contructor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.
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Client's Signature:........................... Date...................

Project Architect:
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GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not be scaled.
4. Only figured dimensions to be used.
5. The contructor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.
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Client's Signature:........................... Date...................

Project Architect:
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GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not be scaled.
4. Only figured dimensions to be used.
5. The contructor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.
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GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not be scaled.
4. Only figured dimensions to be used.
5. The contructor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
During the construction period,the architect shall  make
periodic inspection of the works and approve compliance
of the construction methods to the statutory and other
building regulations.
The architect will not be held liable for any defective
works carried out without his approval.

..................................................................................

Client's Signature:........................... Date...................

Project Architect:

FHR water pipe

Cold water distribution pipe

4.5kg CO₂ fire fighting equipment

11kg H₂O fire fighting equipment

Fire blanket

Hot water distribution pipe

Mains water supply pipe

MC/284/01-05MP

Project:
PROPOSED OFFICE DEVELOPMENT 
FOR MWITO DT SACCO LTD ON 
PLOT L.R NAIROBI/BLOCK 40/15 
DESAI ROAD

M&R CONSULT ARCHITECTS
P.O. BOX 20111-00100
NAIROBI
email: info@mandrconsult.com

Client: MWITO DT SACCO LTD.

Designed &
Drawn By:
Eng. S.K Ogao

Revised
By:
N.I.W

AutoCAD SHX Text
  .

AutoCAD SHX Text
  .

AutoCAD SHX Text
  .

AutoCAD SHX Text
  .

AutoCAD SHX Text
  .

AutoCAD SHX Text
UR.

AutoCAD SHX Text
  .

AutoCAD SHX Text
  .

AutoCAD SHX Text
RC STEPS TO

AutoCAD SHX Text
T= 250MM

AutoCAD SHX Text
R= 159.5MM

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
5.

AutoCAD SHX Text
6.

AutoCAD SHX Text
7.

AutoCAD SHX Text
8.

AutoCAD SHX Text
9.

AutoCAD SHX Text
10.

AutoCAD SHX Text
11.

AutoCAD SHX Text
12.

AutoCAD SHX Text
13.

AutoCAD SHX Text
14.

AutoCAD SHX Text
15.

AutoCAD SHX Text
16.

AutoCAD SHX Text
17.

AutoCAD SHX Text
18.

AutoCAD SHX Text
19.

AutoCAD SHX Text
20.

AutoCAD SHX Text
21.

AutoCAD SHX Text
DUCT1

AutoCAD SHX Text
DUCT2

AutoCAD SHX Text
  .

AutoCAD SHX Text
  .

AutoCAD SHX Text
  S

AutoCAD SHX Text
  S

AutoCAD SHX Text
UP.

AutoCAD SHX Text
UP.

AutoCAD SHX Text
CODE



A A A A

A

A

A

A

A

A

A

A

A

A

A A A A

A

A

Stair

Lift 1 Lift 2

Roof Terrace (Ph 1)

Roof Terrace (Ph 1)

Roof Terrace (Ph 1)

Tank Deck

Lobby

Tank Deck

1No. Plastic Water Storage Tank
Capacity: 4,000 Litres

Dim: Ø1,730mm * 1,970mm (H)
on slab to S/CE Details

Ø40 Riser mains
pipe T/A

∅40mm FHRS GI
pipe F/A

Ø50 cws pipe
F/A

Ø32 cws pipe T/B

Ø50 cws pipe T/B

Ø25 cws pipe T/B

Ø25

Ø25

1.Set Fire Hosereel Pumps
as Duty & Standby to Specs

Ø50 Ø50

Ø25

Ø63

Ø63

Ø63

Ø40 cws pipe T/B

1No. Plastic Water Storage Tank
Capacity: 4,000 Litres
Dim: Ø1,730mm * 1,970mm (H)
on slab to S/CE Details

Solar water heating(SWH) for
future provision only

Ø63

Ø63
Ø25 Ø32 Ø50

Ø32
Ø50

Ø50

Ø50
Ø63

Ø25 Cws & Hws pipe T/B
and Ø25 Return F/B

Ø25 Hws T/B & Return F/B
pipes

Ø25 Cws & Ø25 Hws T/B  &
Return F/B pipes

Ø25 Hws T/B  & Return F/B
pipes

Ø25 cws pipe F/A
with ISO valves

Ø25 Hws T/B & Return F/B
pipes

Ø25 Hws F/A & Return T/A
pipes

Ø32

Ø25 Hws T/B

Ø25 Ø25

Ø25 Hws pipe T/B

NOTES

DATENo. DESCRIPTION
REVISIONS

Proprietary property:
The drawing is the property of Metrocom
Consultants and may not be reproduced, copied
or used without written permission.

APPROVED BY:

Drawing No:

Checked By:

Revision:

Current Date: MAY 2024

Initial Date:Scale:

Drawing Title:

Job No:

LEGEND

ROOF FLOOR
PLUMBING AND FIRE FIGHTING
SERVICES

1:50

Eng. Gatungu

GENERAL
1. This drawing is a copyright
2. All dimensions are shown in mm unless otherwise

specified.
3. Drawings are not be scaled.
4. Only figured dimensions to be used.
5. The contructor must check and verify all dimensions

on site before commencement of any work.

MECHANICAL
1. All plumbing and drainage works to comply with NCC

specifications.
2. SVP denotes soil vent pipes to be provided at the

head of the drainage.
3. Drain passing underneath the buildings and drive

ways is to be encased in 150mm concrete surround.
4. All underground foul drainage and waste pipes shall

be uPVC to comply with BS 5255.
5. All inspection chamber covers and framing shall be

cast iron to comply with BS 497 TABLE 2 Grade A.
6. The storm drain to comply with BS 556.
7. Minimum slope of drain pipes to be 1%.
8. All testing of pipes must be complete before

plastering.
9. All mechanical works must be coordinated with

electrical works and any conflicts clarified before
works begin.

10. PV denotes permanent ventilation.

DISCLAIMER
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building regulations.
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